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Coast Guard, DOT § 185.115

PART 185—OPERATIONS

Subpart A—General Provisions

Sec.
185.100 General requirement.
185.115 Applicability to existing vessels.

Subpart B—Marine Casualties and Voyage
Records

185.202 Notice of casualty.
185.203 Notice of hazardous conditions.
185.206 Written report of marine casualty.
185.208 Accidents to machinery.
185.210 Alcohol or drug use by individuals

directly involved in casualties.
185.212 Mandatory chemical testing fol-

lowing serious marine incidents.
185.220 Records of a voyage resulting in a

marine casualty.
185.230 Report of accident to aid to naviga-

tion.
185.260 Reports of potential vessel casualty.
185.280 Official Logbook for foreign voyages.

Subpart C—Miscellaneous Operating
Requirements

185.304 Navigation underway.
185.315 Verification of vessel compliance

with applicable stability requirements.
185.320 Steering gear, controls, and commu-

nication system tests.
185.330 Hatches and other openings.
185.335 Loading doors.
185.340 Vessels carrying vehicles.
185.350 Fueling of vessels using fuel having

a flash point of 43.3° C (110° F) or lower
(such as gasoline).

185.352 Ventilation of gasoline machinery
spaces.

185.356 Carriage of hazardous materials.
185.360 Use of auto pilot.

Subpart D—Crew Requirements

185.402 Licenses.
185.410 Watchmen.
185.420 Crew training.

Subpart E—Preparations for Emergencies

185.502 Crew and passenger list.
185.503 Voyage plan.
185.504 Passenger count.
185.506 Passenger safety orientation.
185.508 Wearing of life jackets.
185.510 Emergency instructions.
185.512 Recommended emergency instruc-

tions format.
185.514 Station bill.
185.516 Life jacket placards.
185.518 Inflatable survival craft placards.
185.520 Abandon ship and man overboard

drills and training.
185.524 Fire fighting drills and training.

185.530 Responsibilities of licensed individ-
uals.

Subpart F—Markings Required

185.602 Hull markings.
185.604 Lifesaving equipment markings.
185.606 Escape hatches and emergency exits.
185.608 Fuel shutoff valves.
185.610 Watertight doors and watertight

hatches.
185.612 Fire protection equipment.
185.614 Portable watertight containers for

distress flares and smoke signals.

Subpart G—Operational Readiness, Main-
tenance, and Inspection of Lifesaving
Equipment

185.700 Operational readiness.
185.702 Maintenance.
185.704 Maintenance of falls.
185.720 Weekly maintenance and inspec-

tions.
185.722 Monthly inspections.
185.724 Quarterly inspections.
185.726 Annual inspections.
185.728 Testing and servicing of Emergency

Position Indicating Radiobeacons
(EPIRB).

185.730 Servicing of inflatable liferafts, in-
flatable buoyant apparatus, inflatable
life jackets, and inflated rescue boats.

185.740 Periodic servicing of hydrostatic re-
lease units.

Subpart H—Penalties

185.900 Penalty for violations.
185.910 Suspension and revocation.

AUTHORITY: 46 U.S.C. 2103, 3306, 6101; E.O.
12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 277;
49 CFR 1.46.

SOURCE: CGD 85–080, 61 FR 1005, Jan. 10,
1996, unless otherwise noted.

Subpart A—General Provisions
§ 185.100 General requirement.

A vessel must be operated in accord-
ance with applicable laws and regula-
tions and in such a manner as to afford
adequate precaution against hazards
that might endanger the vessel and the
persons being transported.

§ 185.115 Applicability to existing ves-
sels.

(a) An existing vessel need not com-
ply with the hull marking require-
ments in § 185.602(c) until completion of
a vessel’s first drydock required by
§ 176.600 of this subchapter, which oc-
curs after March 11, 1996.
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46 CFR Ch. I (10–1–99 Edition)§ 185.202

(b) An existing vessel need not com-
ply with the marking requirement in
§§ 185.604 and 185.610, where the size and
contents of the markings required by
these sections vary from the size and
contents of required markings on life-
saving equipment, watertight doors,
and watertight hatches on the vessel
prior to March 11, 1996, until the exist-
ing markings are no longer legible as
determined by the cognizant Officer in
Charge, Marine Inspection (OCMI).

(c) An existing vessel need not com-
ply with the requirements of §§ 185.514,
185.516, and 185.604(i) until completion
of the first inspection for certification
that occurs after March 11, 1996.

[CGD 85–080, 61 FR 1005, Jan. 10, 1996; 61 FR
24465, May 15, 1996]

Subpart B—Marine Casualties and
Voyage Records

§ 185.202 Notice of casualty.
(a) Immediately after the addressing

of resultant safety concerns, the
owner, agent, master, or person in
charge of a vessel involved in a marine
casualty shall notify the nearest Ma-
rine Safety Office, Marine Inspection
Office, or Coast Guard Group Office
whenever a vessel is involved in a ma-
rine casualty consisting of:

(1) An unintended grounding, or an
unintended strike of (allision with) a
bridge;

(2) An intended grounding, or an in-
tended strike of a bridge, that creates
a hazard to navigation, the environ-
ment, or the safety of a vessel, or that
meets any criterion of paragraphs (a)(3)
through (a)(7) of this section;

(3) Loss of main propulsion or pri-
mary steering, or any associated com-
ponent or control system, that reduces
the maneuverability of the vessel;

(4) An occurrence materially and ad-
versely affecting the vessel’s sea-
worthiness or fitness for service or
route, including but not limited to fire,
flooding, failure of or damage to fixed
fire extinguishing systems, lifesaving
equipment, auxiliary power generating
equipment, or bilge pumping systems;

(5) Loss of life;
(6) Injury that requires professional

medical treatment (treatment beyond
first aid) and, if the person is engaged

or employed on board a vessel in com-
mercial service, which renders the indi-
vidual unfit to perform his or her rou-
tine duties; or

(7) An occurrence not meeting any of
the above criteria but causing property
damage in excess of $25,000. This dam-
age includes the cost of labor and ma-
terial to restore the property to its
condition before the occurrence, but
does not include the cost of salvage,
cleaning, gas freeing, drydocking, or
demurrage.

(b) A vessel is excluded from the re-
quirements of paragraphs (a)(5) and
(a)(6) of this section with respect to the
death or injury of shipyard or harbor
workers when such accidents are not
the result of either a vessel casualty
(e.g., collision) or a vessel equipment
casualty (e.g., cargo boom failure) and
are subject to the reporting require-
ments of the Occupational Safety and
Health Administration (OSHA) in 29
Code of Federal Regulations (CFR) part
1904.

(c) Notice given as required by
§ 185.203 satisfies the requirement of
this section if the marine casualty in-
volves a hazardous condition.

§ 185.203 Notice of hazardous condi-
tions.

Whenever there is a hazardous condi-
tion, as defined by § 175.400 of this sub-
chapter, on board the vessel, the
owner, master, agent, or person in
charge shall immediately notify the
Captain of the Port of the port of place
of destination and the Captain of the
Port of the port or place in which the
vessel is located of the hazardous con-
dition.

§ 185.206 Written report of marine cas-
ualty.

(a) The owner, master, agent, or per-
son in charge shall, within five days,
file a written report of any marine cas-
ualty. This written report is in addi-
tion to the immediate notice required
by 185.202. This written report must be
delivered to a Coast Guard Marine
Safety Office, or Marine Inspection Of-
fice. It must be provided on Form CG–
2692 (Report of Marine Accident, In-
jury, or Death), Supplemented as nec-
essary by appended Forms CG–2692A

VerDate 29<OCT>99 10:33 Dec 03, 1999 Jkt 183181 PO 00000 Frm 00292 Fmt 8010 Sfmt 8010 Y:\SGML\183181T.XXX pfrm02 PsN: 183181T


		Superintendent of Documents
	2015-01-08T16:25:22-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




